DA-5504-T CONVEYOR
CHAIN
5-1/2" PITCH

56 -

NOTE: -
A CONNECTOR AND SIDE STRAP ASSEMBLY
CAN BE USED TO SHORTEN OR LENGTHEN
THE CHAIN AS NECESSARY TO PROPERLY
POSITION THE TAIL ROLLER.

r 28 1/4 T
C-14984 COMPLETE
HEAD SHAFT

*
NOTE:

THESE COMPONENTS ARE
SUPPLIED FULLY ASSEMBLED

(- 2 - FLIGHT PINS

C-13272 2 - CHAIN FLIGHTS
FLIGHT SECTION | 2 . yNIVERSAL CONNECTORS
*(SEE NOTE)

*ELIGHT PIN
*UNIVERSAL
CONNECTOR
2 9/16
C-11520 22 *
CONNECTOR C-11519

SIDE STRAP 512 10 |

2 15/16

C-11523
CONNECTING PIN

C-5252
RETAINING PIN

C-14987 COMPLETE
TAIL SHAFT

NOTE:
THIS CHAIN REQUIRES:
2 - C-14943 SPROCKETS

62 1/4 -]

C-13271 _
CHAIN UNIT 1 - C-11520 CONNECTOR
C-11576 1-C-11523 CONNECTING PINS
CHAIN SECTION ] 1 - C-11519 SIDE STRAPS
4 - C-5252 RETAINING PINS
___ \—_
_
/—
1 - C-11519 SIDE STRAP
C-11578 ASSEMBLED < 2 - C-11523 CONNECTING PINS
SIDE STRAP 2 - C-5252 RETAINING PINS
ASSEMBLY < —
NOT SHOWN
( ) LOOSE < 1 -C-11519 SIDE STRAP
2 - C-5252 RETAINING PINS
__ \—
C-14990
TAIL SHAFT
LOCKNUT
(2 REQ'D)
TOOLS AVAILABLE: —~

- PIN EXTRACTOR (C-12364 COMPLETE)
- CHAIN PRESS (C-14731-550)

FOR HEAD SHAFT
2 - C-14899-C SPROCKETS
FOR TAIL SHAFT

CONTACT US: THE CINCINNATI MINE MACHINERY Co.

800-543-4607 OR VISIT OUR WEBSITE AT CINMINE.COM FOR MORE INFORMATION




